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Preface 


This manual introduces you to both the 5250 Elite hardware 
and software and helps you get the maximum benefit from this 


product. 


Step-by-step instructions are provided for both hardware and 
software installation, emulation configuration, on-line 
operation, and advanced features. If you are an experienced 


user, use the Quick Reference section to install this product. 
Listed below is an overview for each chapter in this manual. 


Chapter | General Introduction 
Briefly introduces the features of the emulation card and 


contains a list of the items contained in the product packaging. 


Chapter 2 Hardware Installation 
Provides step-by-step instructions to install the emulation card 


into the PC and to connect to the host. 


Chapter 3 Configuring Your System for Emulation 
Lets you select display and printer sessions, addresses and 


emulation’s. 


Chapter 4 Running 5250 Elite 
Describes the operation and features of the display and printer 


SESSIONS. 


Chapter 5 Display Session 


Describes the on-line indicators and session concepts. 
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Appendices 
Provides information about character sets, and the keyboard 


layouts of different languages. 


Federal Communication Commission (FCC) Requirements 
This device complies with Part 15 of the FCC Rules. Operation 
is subject to the following two conditions: (1) the device may 

not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause 


undesired operation. 


NOTE: This equipment has been tested and found to comply 
with the limits for a CLASS A digital device, pursuant to Part 
15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference when the 
equipment ts operated in a commercial environment. This 
equipment generates, uses and can radiate radio frequency 
energy and if not installed and used in accordance with the 
instructions, may cause harmful interference to radio 
communications. Operation of this equipment in a residential 
area 1s likely to cause harmful interference in which case the user 


will be required to correct the interference at his own expense. 
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Quick Reference 


This document is specially prepared for inexperienced users to 
quickly utilize the emulation adapter without having to read the 


whole manual. 


Win5250/Elite-I is a software which can run with IBM 
Enhanced 5250 Card or IBM Register Compatible Card 
(for example, MS5250I Card). Otherwise, Win5250/Elite 
is a software which can run with M5250, M5S250E7, or 
M525017 Cards. Since you can emulate M5250 I7 as 
IBM Enhanced 5250 Card, you can use Win5250/Elite-I 
software to run with M5250 17. If you use 
Win5250/Elite-I to run with M5250 I7 card, you have to 
change the I/O address to SW2. However, it is more 
convenient to use Win5250/Elite to run with M5250, 
M5250 17, or M5250 E7 because running Win5250/Elite 
software won't take up the memory of PC and IRQ. 
Besides, users also don’t have to load Windows Virtual 
Device Driver to run Win5S250/Elite software. In the 
latter part of this manual, we will use 5250 Elite to 


generally refer these two softwares. 


X-1 Hardware Setup 
1. Win5250/Elite-1 (For MS2501 Card) 
Select an I/O address for the M5250I adapter in your PC (SW1, 


total 8 bits) and refer to Chapter 2 to setup the I/O, IRQ, and 
Memory Setup. 


X-2 
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2. Win5S250/Elite (For M5250, MS250E7, M525017) 


Select an I/O address for 5250 adapter in your pc (SW1, total 2 
bits). 


X-2. Configuring Session 


1. Configuring Session Address and Device Type 


Figure X-1 


Users can use Win5250/Elite-I to emulate 2 sessions and use 
Win5250/Elite to emulate 7 sessions. 


When you use 5250 Elite to emulate 
the sessions, you should open these 


sessions again. You could open 


the sessions by selecting System in 


the menu bar or click on the left icon. 
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2. Language and Keyboard Remapping 


Click on the left icon to choose the 


language you desired. 


Click on the left icon to remap the 


keyboard. 


3. Customizing the Printer Transparent Codes 


This is set for executing special printing commands not 
supported by the host system main menu in the configuration 
program. For instance, if you set the leading and end codes 
like this: 


Ist leading code: 6AH 
2nd leading code: 79H 
Ist end code: 5BH 
2nd end code: 0OH 


When the printed document contains the following data string: 
6A 79 Fl C2 F4 Fl FO CC 5B 


as 6A, 79, 5B, and 00 are set as leading and end codes, “F1” 
and “C2” will be interpreted as printing code “1BH” (“F1” 
corresponds to character “1” in the EBCDIC character table, 
and “C2” to character “B”), “F4” and “FI” as printing code 
“41H”, and “FO” and “CC” as printing code “OCH”. These 


printing codes will be transferred to the printer to execute 
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special printing commands for the following printed data until 


the next set of leading and end codes are detected. 


4. Running 5250 Elite Emulation Program 


4.1 Hotspots 


Figure X-2 


The “Hotspots” option will duplicate to the current position, 
a complete word (characters) if the “Word” option 1s 
selected, or individual characters if the “Character” option 
is selected. It also enacts host commands if the “Number” 
of “Function keys” is marked. You could use the mouse 
left button to set the cursor position and use mouse right 


button to perform the function of “Hotspots”. 
4.2 Display Attribute 
You can change the existing host 


attribute display colors by changing the 


attribute code. You could select the 


Control Panel in menu bar or click on 


left icon to activate this function. 
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Chapter 1. 
General Introduction 


The 5250 Elite Emulations are specially designed for 
configuring an IBM-compatible personal computer, such as an 
IBM 80386/80486, Pentium-based machine, and its printer as a 
workstation and/or printer of an AS/400 or System/3X. 


Provided with the 5250 Elite are diskettes containing all the 
programs needed to configure your PC as IBM 5250 series 
(3197-C, 3197-D, 3476) display station and your locally 
attached printer as an IBM 5256, 5224/25, 5219, 4214, or 
3812 printer. Each emulated display station or printer is 
assigned as asession. You can configure Win5250/Elite-I for 
a maximum of two display sessions and Win5250/Elite for a 


maximum of seven display sessions. 


Win5250/Elite-I (for M5250I Card) will take the memory of 
PC and IRQ. Users need to load Windows VXD (Virtual 
Device Driver) to use Win5250/Elite-I._ VXD will be loaded 
when users boot Windows. Users also need to reboot 
Windows again when the hardware setting of Win5250/Elite-I 
is changed. The title of VXD used by Win5250/Elite-I 1s 
V5250D.386. V5250D.386 will be installed automatically 
when you install Win5250/Elite-I program. 


On the contrary, Win5250/Elite (for M5250, M5250E7, 
525017) software won't take up the memory of PC and IRQ, 
neither do Windows VXD is required. 
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1.1 Unpacking Your Package 


Check to see if you have all the items listed here. If not, 


please contact your distributor immediately. 


* $250 Adapter (Optional) 

* Y-Cable (Optional) 

* One Piece of Keyboard Template (in manual) 
* One Software Diskette 


1.2 Planning Your Workstation Sessions 


*% 


Up to seven workstations can be connected on one port. 
The cable through feature enables a number of workstations 
to be connected to one port of AS/400-S/3X (when using 
twinax) even if one of the connected workstations is not in — 
Operation. 

The maximum aggregate twinax cable distance between the 
host and the last workstation or PC on the twinaxial cable 1s 
1525 meters (5000 feet). 

If you are using twisted pair, please refer to your hub 
manufacturer specifications. Please be sure the specifications 


are for the local workstation controller you are using. 
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Chapter 2 
Hardware Installation 


This chapter describes the basic procedure of installing the 
emulation adapter into your personal computer. This manual 
was written for a standard IBM-compatible PC, if your system 
is another type ( vertical, slim-size, book size, PS/2-type, etc.), 
you should refer to your system‘s operation manual for the 
procedures of opening your system and installing an expansion 


card. 


2.1 System Requirements 


Before installing your emulation card, check to see if your 
system meets these requirement: 
1. Equipped with at least one 3.5“ floppy diskette drive. 
2. Monochrome or color display and the appropriate display 
adapter. 
Using MS-WINDOWS 3.1, 3.1 lor WINDOWS 95. 
4. Ifa printer emulation is to be used, the system should be 
connected with one of the following printers: 
* IBM PC Graphics Printer 
* Proprinter or its compatible 
* EPSON FX or LQ printer or compatible ( including 
DFX5000/8000) 
* HP LaserJet Series II or compatible 
* Okidata 190 Series, 321, 390, Series or compatible (in 
IBM mode) 
* ASCII parallel printer 
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2.2 I/O Address Settings and Shared 
Memory Conflict Resolution 


2.2.1 Win5250/Elite-I I/O Address 
Setting (for M5250I Card) 


Normally, the Win5250/Elite-I program used the shared 
memory block whose location is ACOO-ADFF, BC00- 
BDFF, CC00-CDFF or DCO0-DDFF, ECO0-EDFF. And 
the location of the Upper Memory Block (UMB) in DOS 
are normally defined in A000:0000 to E000:EFFF. To 
prevent memory conflict, please add 
device=c:\DOS\EMM386.EXE X=dc00-ddff or 
Device=C:\Windows\EMM386.EXE X=dc00-ddff in 
config.sys file if shared memory block located in DCOO- 
DDFF. Conventions used by SW] are as follows: 

“1’?=ON “0” =OFF 

Default I/O Setting is set at 271 X 

(Low 10 bits 1s 31X) 
where X is the Value A, C, or E 
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| I/O Address |Lower 10 


1/O Address Lower 10 Switch Switch 


Bits of PC Setting Bits of PC {Setting 

Address 12345678 Address 12345678 
40X 60X 20X ——-—- [00001100 
41X OLX 61X 0001100 


~ 


0011100 
0011100 
1011100 
1OLT100 
O111100 
0111100 
1111100 


2 
242x ——«|o2X~———«sf1001000~—- }262x 1001100 
63X 1001100 
64X 24X___— [00101100 
65X 25X 0101100 
X 26X fot 101100 
67X 1101100 
2 

2 


08X ——«|O0O11000.—-|268X 
) 09X 69X 
01011000 
6BX 
OCX [0011 1000 
ODX 6DX 


2 
OLLL1000 26EX 

Z 

2 


S 
rN 
\C 
~< 


ae) 
il 


Se 
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ee) x 


2 
2 
p 
2 
2 
( 2 
01101000 — |266X 
2 
2 
2 
2 
2 
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NTO Ww Nls 
TIO 
|X 


"TI 


S 
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SSSI 

| t]/5 || |> 

me [52152 [52 | 52 
(1 


es 
~< 


11111000 OFX 1111100 


10X 00000000 70X 0000 100 
11x 10000000 271 X(detault) |3 1X 0000100 
12x 0 1000000 272X 01000100 


bo 
A) 
= 


Ss 
an 
No 
~~ 1 P< 1 P< | 
oS 


NO 
in 
nd 
a 


os) 
No 
~< 


253 13X 
34X 00100100 
255X ISX 10100000 |275X___—|35X 
256X 16X 36X 01100100 
37X 
258X 18X 38X 
19X 10010100 
25AX 1AX 101010000. |]27AX. «BAX 01010100 
11010000 [27BX___—3BX 
25CX ICX 00110100 
3DX 
25EX 1EX 3EX 01110100 
25FX 1FX 11110000 [27FX «|B FX 11110100 


The default address of Win5250/Elite-I 1s at 271 AH. 
That 1s , you have to set your 1.6 pins* default on, and 


other pins’ default off. 


The default I/O setting 2718H will conflict with Ethernet 
cards if its I/O setting resides in 300h and 32 bytes of I/O 


spaces are used. 
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2.2.2 Win5250/Elite I/O Address Setting 
(for M5250, M5250E7, M525017) 


A two position switch (SW1) is for setting the I/O address 
for the M5250, M525017, M5250E7 emulator. 


Normally you do not need to modify this setting. If another 
device on your PC is using the default address of 390h, 
your will need to change the I/O address switch before you 


install the card. 


The I/O address is 390H to 39FH. This is 
the default setting. 


The I/O address 1s 300H to 30FH. 
The I/O address is 280H to 28FH. 


Ca) 


© 


eo 


je) 


2.3 Installing the Emulation Card 


1. Turn off the power on the PC, monitor, and other 


peripheral devices. 

2. Disconnect all external cables from the rear of the system. 
(Before disconnecting, note where each cable 1s connected 
to so that you can reattach them later. ) 

3. Remove two or more screws fastening the system cover on 
the rear panel with a screwdriver. 


4 Carefully remove the cover. 
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5S. Select a vacant expansion slot on the main-board for 
installing the emulation card. Be sure to use an ISA slot. 

6. Release the screw that fastens the metal cover of the 
selected expansion slot and save the screw for later use. 

7. Align the edge connector of the emulation card with the 
expansion slot. 

8. Press the edge connector of the card all the way into the 
expansion slot. 

9. Refasten the screw stated in Step 6 to secure the card’s 
metal cover onto the slot bracket. 


10. Replace the system cover and re-attach all cables. 


2.4 Connecting the Workstations 


This product was designed to be used with traditional Twinax 
cable or unshielded twisted pair (UTP). Active hubs are 
strongly recommended when this product is being used with an 
AS/400 and twisted pair. 


The following steps help you to connect your workstation to 


the host system. 


1]. Obtain the twinaxial Y-Cable assembly provided with the 
emulation card. 

2. Attach the D-type 15-pin female connector of the twinax 
Y-Cable assembly to the D-type 15-pin male connector on 
the card. 

3. Tighten the two thumb screws securing the D-type 


connector to the card. 
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4. Plug the twinaxial cable or balun into one side of the Y- 
cable at the other end of the twinaxial cable assembly. The 
Y-Cable 1s universal IN or OUT. 


5. Connect the other end of the Y-Cable to the second twinax 


cable if required. 
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Chapter 3 
Configuring Your System for Emulation 


3.1 Preparing to run the Configuration 
Program 


It is recommended that you make a backup copy of the enclosed 
diskette or copy all the files on the diskette to your hard disk 


drive, and store the diskette in a safe place. 


3.2 Installing 5250 Elite Software 


Installing 5250 Elite software 1s the same as installing any other 
Windows application. Install 5250 Elite as follows: 
1. Start Windows 
2. Insert the installation diskette into the floppy drive. 
3. From the Windows Program Manager File Menu, select 
RUN. 
4 At the command line, type: x:install 
where x is the floppy drive that contains the installation 
diskette. 
5. The screen will display the Win5250/Elite-I or 
Win5250/Elite setup window. 
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Figure 3-2 


6. Select START to enter the target directory. 

7. Click on OK to make sure you have chosen the target 
directory and install 5250 Elite software. 

8. You will receive an information message as shown on 
figure 3-3. Click OK and a copy of WIN_INI be copied as 
WIN.CFG to the 5250 Elite directory. 5250 Elite will 
integrate two files: /VFOPRO.FON and 
MSYMBOL.FON to the new WIN.INI. Inforpo and 
Msymbol fonts are added for use with 5250 Elite. 
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Figure 3-3 


9. Click on OK to backup the WIN_INI and follow the 
instruction to create Program Manager Group and restart 


Windows. 


3.3 Configuring 5250 Elite 


Double click on the CONFIG icon in the 5250 Elite group. The 


screen displays as shown in Figure 3-4 or Figure 3-5. 


Wind2 50/Elite- 


Figure 3-4 
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Figure 3-5 


3.3.1 Hardware Setup 


3.3.1.1 Win5250/Elite-I (For M5250I Card) 


Figure 3-6 


The I/O address is used to change the system resource and 
avoid conflicts with other adapters. The default address 

is 271 AH for the I/O port. Verify the switch settings on the 
emulation board and match the address. For detail information, 
please refer to 2-2 I-O Address Setting in Chapter 2. 
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Virtual Device Driver-V5250D.386 will be added to 
SYSTEM_INI when you install Win5250/Elite-I. Besides, the 


hardware data you write in when configuring Win5250/Elite-I 
will also be added to EliteVXD in SYSTEM INI. 


In addition to the I/O resource, emulation of 
WINS5250/ELITE-I will take the memory of PC and IRQ. 


In case you change the hardware setting, be sure to reboot 
the Windows again. 


3.3.1.2 Win5250/Elite (For M5250, M5250E7, 
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Figure 3-7 


The default I/O address for Win5250/Elite is 390H. 
Win5250/Elite does not use any system resources including 
Upper Memory or IRQ with the exception of I/O address. 


3.3.2 Configuring Address and Device Type 


Click on the left icon marked “5250” to 
setup shared addressing , configure the 
session address and define the device 


type. The screen will display as shown 


in figure 3-8 or figure 3-9. 


Can 
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Figure 3-9 


Please select the session address, then define the device type 
using the direction buttons in the dialog box. This function 


specifies how many sessions will be active, and the device type 


of each emulation. 


There are only 2 sessions provided in Win5250/Elite-I and 7 
sessions for Win5250/Elite. You should open the chosen 
sessions again when running Win5250/Elite-I. Please refer to 


4-2-2 Session Setup in Chapter 4. 
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3.3.3 Language 


Click icon above to select a language for 
the display and printer sessions. The 


default language is US English. The 


screen will be shown as figure 3-10. 


Language Selection 


U.S.j/Canada 
Austria/Germany 
spanish Speaking 
swiss (French) 
United Kingdom 
Netherlands 


Figure 3-10 


There are 18 languages to select from. Click on the direction 


buttons in the dialog box to select the desired language. 


3.3.4 Printer 


The printer session allows you 
setup a locally attached PC printer 


to emulate a host addressed printer. 


Click on the printer icon to configure your printer session. The 


screen will show as figure 3-11. 
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He Laser Jet Wi Series 


Figure 3-1] 


1. Select the Windows target printer. This 1s the Windows 
printer driver which 1s already installed on your PC. 

2. Choose the printer driver which matches the target printer. 

3. If you cannot find a printer driver which directly matches 
your target printer, please use the following table to select the 


correct windows driver for your application. 


| printer emulation Emulation 
PROPrinter Emulation Driver 
emulation 


Epson FX (FX emulation EPSON FX Series Any FX compatible driver 5224 
Epson LQ (ESC/P emulation EPSON LQ Series Any LQ compatible driver 


Other Printer OTHER PRINTER - Appropriate printer driver 
See next step 


4. If your printer cannot emulate an IBM Pro/Graphics, Epson 


FS/LQ or HP Laserjet, you will need to enter the commands 
into the printer table. Select OTHER PRINTER, then click 
on MODIFY. Refer to your printer manual to find the 


appropriate printer commands for this table. 
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3.3.5 Keyboard Re-mapping 


Click on the keyboard icon to re- 
map the keyboard. Follow the 
procedure below to re-map one or 


more keys on your keyboard. 


ed 


_ Click on the key you wish to re-map. 

2. Click on the NORMAL, SHIFT or ALT condition of the 
key you want to re-map. The current mapping of that key is 
shown. 

3. Select the function you want assigned to that key from the 
FUNCTION KEY list. 

4. Click on the arrow button to the right of the FUNCTION 
KEY list. This will change the assignment of that key. 

5. Click on SAVE to save the re-mapped keys. 

6. If you want to restore the default mapping of the keyboard, 

select the key again, and click RESTORE. 


3.4 Environment Setup 
3.4.1 Display EBCDIC to ASCIT Table 


This table controls the EBCDIC to ASCII conversion shown on 
the display session. You normally do not need to modify this 
table. 


To modify the table, click on the ASCII value you want to 
change. You simply overwrite the default value by typing the 


new value. To exit this screen, click on OK. 
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Figure 3-12 


3.4.2 Printer EBCDIC to ASCII Table 


This table controls the EBCDIC to ASCII conversion for your 


printer session. You normally do not need to modify this table. 


If a character 1s printing on your printer with the wrong ASCII 
value, use the printer manual to determine the ASCII HEX 
value of this character and that of the value you want in Its 
place. Find the incorrect value in the table, click on the value 


and type in the correct value. To exit this screen, click OK. 
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inter EBCDIC to ASCII Translation Table 


Fgure 3-13 
3.4.3 Printer Transparent Code 


The function sets the leading and ending codes for printer 
transparent data. When the leading and ending codes are 
detected, the characters between them are not printed, instead, 
they are interpreted as special printer control codes. Move 
cursor to the code which you want to change and type in the 


new code over the old code. 
3.4.4 About 


This screen shows the name, copyright, version and release year 
of this product. To exit, click OK. 
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3.5 Serial Number 


The serial number is only required if you use this feature on your 


host. 3476 emulations support this feature. 


Serial Number 


Figure 3-16 
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To change the serial number, move the cursor to the desired 
position and select the value you need in this position. To exit 


this screen, click OK. 


3.6 Save 


After configuring 5250 Elite, please be sure to click on the 
SAVE icon to save your changes. You will be returned to the 


Windows Program Manager. 
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Chapter 4 
Running 5250 Elite 


5250 Elite works on personal computers running Microsoft 
Windows 3.1, 3.11 or Windows 95. 


Double click on the EliteS2507 (M5250 Card) or 
Win5250/Elite (M5250, MS2501, MS25017, MS250E7 Card) 
icon in the 5250 Elite group. The screen will display as shown 


in figure 4-1 or figure 4-2. 


ae Win 2 50/E lite 1 Ere: 


| System Edit Macro Contral Panel Window Help ; 
I Soy ead he dd: Si Sih | OCC A tie Re Bae Bae es 


Figure 4-1 


ore 


Win5250/Elite pated 


| System Edit Macro conths) Panel Window Help a: 
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Figure 4-2 
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4.1 5250 Elite Menu Bar and Tool Bar 


Use the 5250 Elite menu bar to access the 5250 Elite menus. 
These menus allow you to perform various tasks related to the 
active session. There are six items on the menu bar; System, 
Edit, Macro, Control Panel, Window, and Help. You could 
also use tool bar to facilitate tasks using your mouse to click on 


the buttons listed in the tool bar. 


4.2 System 


Select System from the menu bar and you can control sessions, 


define function keys, the KeyPAD, and re-map the keyboard. 


Se ee Ee OS RE NR ER 
. - . ay 

e ; “f 
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‘ 
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‘ 


i System 
' Session Setup 


ee 
H «Keyboard ReMapping Ess 
Function Key a 


1 KeyPAD 


Figure 4-3 
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samen 


io Win5250/Elite 


: System Edit Macro ControlPanel Window Help 5 


Session Setup * 


Keyboard ReMapping ss 


1 KeyPAD | 


Figure 4-4 
4.2.1 Keyboard Re-mapping 


Refer to Keyboard Setup in chapter 3 to re-map your keyboard. 
You don’t have to re-map your keyboard. Keyboard re- 
mapping is only required when a pre-defined key sequence 


does not meet your needs or you have a preference. 


4.2.2 Session Setup 


Choose Session Setup to control 
which session should be open and 


which session should be closed. 


Normally you open the sessions 


you configured in Chapter 3. 
4.2.3 Function Key 


The Function Key menu option lets you perform host functions 
or execute command keys with your mouse. You can perform 
most functions or commands directly from the keyboard. Refer 
to the keyboard template in the Win5250/Elite manual for the 
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default keyboard map and your IBM host system 
documentation for a description of the host function or 


command key properties. 


Win5250/Elite-I 


5 Seetiaiim Edit Macro Control Panel Windo Help : 
H «6 Keyboard ReMapping 

tunction Key Attention oat Print 

: KeyPAD Clear Request Tab 

: Delete Roll Up 

Exit up Noll Down 


Enter System Request 


Erase Input Test Request 
Error Reset Alt + ¢ 

Field + AR+E 

Field - Alt + H 

Field Exit Alt + M 

Help Alt + $ 

Home Alt + W 
Insert 

New Line 


Figure 4-5 


an 


sow Win5250/E lite aiat 
menue Edit Macro Control Panel Windo Help 


H §6Session Setup iE 5 = 
H Keyboard ReMapping : :: 


: Eunction Key Maceica 
i KeyPAD~S™ Clear Request Tab 
fex | Delete Roll Up 

il Exit pan Bo Ue, 


Enter System Request 
Erase Input Test Request 
Error Reset Alt + ¢ 

Field + AR +E 

Field - Alt + Hi 

Fleld Exit Alt + M 

Help Alt + S 

Home Alt + W 

Insert 

New Line 
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4.2.4 KeyPAD 


The KeyPAD option allows you to 
access frequently used keyboard 


functions or macros from a 


convenient pop-up KeyPAD. 
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Figure 4-7 


4.2.5 Editing KeyPAD 


KeyPAD 


i Move _ 
1 6Size 
Minimize 


Close AIt+F4 


Switch To... Ctri+Esc 
Edit KeyPAD 

i 6Hide Title 

iy Save status 


Figure 4-8 


1. Click on the system menu bar. 
2. Select KeyPAD, and screen will display as show tn figure 4-7. 


3. Click on KeyPAD title bar, and screen will display as show in 


figure 4-8. 


4. Select Edit KeyPAD, and the screen will display as shown in 
figure 4-9. 


5. Enter the KeyPAD Size you wish to use. 


A 
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6. Select the Key Type you would like to usc. There are two kinds of 
key types you can use; System function keys or Macro keys 


based on user defined macros. 
7. Use the mouse to click on the button you want to modify. 


8. Use the direction button to select the function you will set for this 


button. 


9. Click on OK to save the edited KeyPAD. 


Figure 4-9 
4.3 Edit 


4.3.1 Copy 


To copy text from the host screen to 
the Windows Clipboard in ASCII 
format, highlight the desired text area 


and choose Copy from the Edit menu. 


Chapter 4 


Please refer to the Microsoft Windows User’s guide for details 


about working with information in the Clipboard. 


You can use this function to copy data from a host screen so you 
can paste data into other Windows programs. You can also 
copy data from one session or screen into another from within 
5250 Elite. 


4.3.2 Paste 


The Paste option can place 
information that has been copied to 
the Clipboard in ASCII format into 


the active session window. The 


copied text will be placed starting from the current cursor 


position. 


4.3.3 DDE Link 


DDE Link enables you to perform tasks on Windows Excel 
using system data. You could use the Excel program to 


calculate this data or draw statistical charts. 


To use DDE Link, please do the following: 


1. Open éxce/ and 5250 Elite and size both programs so they 


can be seen on your screen at the same time. 


2. By dragging the mouse cursor across the required area to 


highlight the terminal data to be transferred to Excel. 
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3. Select Edit from the terminal menu bar and choose DDE 
Link. Notice that the data range of envoked DDE Edit 
screen Is automatically entered based on the highlight area. 
Another option of “check string” allows you to ensure that 
only the correct screens send data to your linked 


application. 
4. Choose the -:dit from Exce/ menu bar and choose paste. 
5S. Click on the position you want the data placed in Excel. 


6. Please refer to your kxce/ U/ser’s Guide for further 


information on performing DF links. 


4.3.4 Select All 


Select All is used to select all data so you can copy the entire 


screen into the Windows clipboard. 
4.3.5 View Clipboard 


You can select View Clipboard to see what data 1s currently in 
the Windows Clipboard. This 1s data which can be pasted to this 


or other Windows applications. 


4.4 Macro 


Macros are used to record frequently used keystrokes. This 
feature can greatly increase your efficiency. For example, if you 
have a program you use on the host which requires you to go 
through many screens to get to your application, you can record 


all those keystrokes in a macro to speed up the process. 
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[System _Edit | i einome Control Panel window ‘Help — : 


4.4.1 Record 


Figure 4-1 | 


To record a macro, make sure your 
cursor 1s in the correct position and 
you will be able to get from the 


beginning to the end of the task 
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during this process. Select Record, then start typing the 
characters, command keys, action keys, etc. and when you are 


finished, select Stop. 


4.4.2 Pause 


Pause 1s used to allow user input 


during a play-back sequence. 


While recording a macro, select 
Pause to allow user input and 


select Pause again to resume recording the macro. 


4.4.3 Stop 


Stop ends the Record sequence. 


After you select Stop, you will be prompted to enter a file name 


or cancel the record process. Please see figure 4-12. 


Figure4-12 
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Enter the file name you want the macro saved as, and be sure to 


include the description of the macro for future reference. 


4.4.4 File 


File lists all recorded macros and their descriptions on your PC. 


Figure 4-13 


This option allows you to open a pre-recorded macro for use 
when you hit the Play button. Please note that the default is to 
run the macro after you open the file so be sure that you are 
ready to play the macro you are selecting. If you are not ready, 
click “Run after opened” so the macro 1s ready to be played, 


but will not play immediately. 


The above icons are provided so you can dynamically assign any 


macro to the icons. This is a very powerful feature which allows 
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you to have ready access to four buttons on your screen 
assigned to macros. The Play button repeats the last macro 


selected or played. 


To assign a macro to the button, simply click on the macro 
button and you will be prompted to select which macro to assign 
to this button. Please be sure you are ready to play the macro 
when you select it. If you are not ready, click “Run after 
opened” so the macro 1s ready to be played but will not play 


immediately. 


To change the assignment of the macro button, click using the 


right button and you will be prompted to change the selection. 


4.4.5 Play 


Play is only active after you have 


selected a macro from the file 


menu. 


This option plays back the pre-recorded key sequences in the 


macro file previously selected. 


When a macro 1s running, you will see “Macro Running” at the 


top line of the session status line. 
4.4.6 Quit 


Quit 1s used to terminate a macro which is playing. This option 


is only available if a macro 1s currently being played back. 
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4.5 Control Panel 


The Control Panel allows you to modify the way your screen 


looks and the how you can use your mouse. 


ees Win5250/ lite- -4 
. System. cs Macro Control Panel inde Help 
AG Display Attribute 3 -. 
ad Caret 

Hotspots 


Figure 4-14 
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4.5.1 Display Attribute 


Display attributes are the colors, 
underline, column separators and 


other features which determine 


how your screen looks. The 
programmers who designed the 
screens you are using decided to use certain colors and 
attributes on the screens they made. You can modify the look of 


those attributes based on your own preference. 


A key factor to being successful in modifying the attributes 1s to 
know which attribute you wish to change. It is strongly 

recommended that you determine what the attribute number is 
before you modify this table. A tool to make this determination 
is available from within this screen. Simply bring up the Display 
Attribute screen, select “Display Attribute Code” then OK. A 
small two digit number will be shown in front of each field and 
other screen entity. Find the attribute assigned to the 1tem you 


want to change and follow the procedure below. 


1. Click on the button to the left of the attribute you wish to modify. 


2. Choose a color by clicking on the color palette with the mouse. 
Press the mouse left button to change the foreground color and 


press the mouse right button to change the background color. 


3. Display Type controls that attribute has column separators, 


underline or blinks. 


4. Alternative Attribute is only usable with applications which take 
advantage of the Extended Character Buffer. (Not required for 


most applications). 
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5. Clicking on Save permanently saves the change. OK makes the 


change only for this session. 


Once you have saved the change but want to restore the host 
display colors to standard color attributes, click on Load, 


Default, Save, then OK and the display colors will return to 


standard color attributes. 


Figure 4-16 


4.5.2 Caret 


Caret controls the cursor type and 
whether there 1s a ruler line on the 


CUrSOT. 
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Cursor type detaults to Block Cursor because it makes the 


cursor easy to identify on the screen. 


If you select Rule line you can select one of three rule lines: 


cross hair, vertical and horizontal. 


4.5.2.1 Rule Line 


The Rule Line is used to determine 
the cursor position relative to other 


characters displayed on the screen. 


Click on this icon to turn the Rule line on or off. 
4.5.3 Hotspots 


The Hotspots Setup panel allows you to 
control how the host reacts to mouse 
action, positioning of the cursor and 


which functions will be executed when 


the right button 1s clicked. 
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The Windows mode allows you to place your cursor by 
clicking on your primary button, select menu options by 
clicking with the right button on the menu item number or 
command and execute function keys by clicking with the right 


button on the function keys listed on the screen. 


The “Word” option causes a selected command to be typed on 
the command line for you when it 1s selected. The 
“Character” option causes a selected character to be executed 
when it 1s selected. The “Number” option causes a selected 
menu number to be executed when it 1s selected. The 


“System” causes function keys to be hit when selected. 


4.5.4 Fonts 


This option allows you to select the 
font which you prefer to use. All 


fonts loaded in your PC will not 


show on this screen. Only Mono- 
Space fonts such as “Courier New” are acceptable for use with 


an emulation product. 
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When you change the font or the font size, it only affects the 


current session, other sessions are not affected. 


When Auto Sizing is selected, the font will shrink or grow to 
ensure the entire screen is available in the window. Not all font 


types support this function. 


InfoPro Fonts 


65140em 


Courier 
we Courier New 


Fixedsys 


Msymbol Fonts 


InfoPro Test 


Figure4-19 


4.6 Window 


This menu option allows you to control how the sessions are 
arranged on your screen, refresh the video and select a session 


directly from a menu. 
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4.6.1 Cascade 


Cascade arranges each of the open session windows in an 
overlapping, or cascading fashion. The entire top session 
window displays along with the title bars to the remaining 
session windows. This is a Windows standard. Please refer to 


the Microsoft Windows User’s Guide for more information. 
4.6.2 Tile 


Tile arranges all of the open session windows so that each of 
them will occupy an equivalent amount of space without 
overlapping in the main window. This is a Windows standard. 
Please refer to the Microsoft Window User’s Guide for more 


information. 
4.6.3 Arrange Button 


Arrange Button organizes the minimized session buttons in the 
main window. This is a Windows standard. Please refer to the 


Microsoft Windows User’s Guide for more information. 
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4.6.4 Repaint 


If Windows does not display you screen correctly, such as no 
characters appear on the screen (typically caused by improper 


video refresh), use Repaint to reset the screen to a normal state. 


4.7 Printer Session 


The printer session allows you to control and find the status of 


the locally attached PC printer which is emulating a host printer. 


[3812-6]S0 


Printer type : FIP Laser set HT Series 
Printer address : & 
Emulation : FET? 


File name: 


“INDICATORS 

: ._: System available 
{~ Print to file 
[~: Printing 


Figure 4-22 
4.7.1 Target Printer 


This 1s the printer which 1s defined 
in your Windows configuration. 
All host jobs will be sent to this 


printer. 
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You can use this feature to redirect your host print data to a 
different printer attached to your PC (or attached via a 


network). 


Make sure the Target Printer matches the Win5250/Elite 
Printer Driver. This setting is normally set during the 


configuration process. 


If the drivers do not match, unpredictable results may occur 


and data may be lost. 
4.7.2 File Manager 


You can re-direct you host printer 
data to a print file by using this 
option. This feature 1s useful as a 


simple file transfer feature. If you 


have a report which you need to 
use on your PC, you can send the report to this host defined 


printer, and the spool file will be saved as a PC file. 


To use this feature, select the Print-to-File icon, specify the file 
name you want the file saved to and release the print job from 
the host. 


Running 5250 Elite 


Printer File Mana jer” 


Figure4-23 


4.7.3 Cancel 


If there is a job printing from the 
host to your locally attached 
printer, you can select this option 


to tell the host to stopprinting this 


file to your printer. 
4.7.4 System Available 


When the “System Available” indicator 1s marked, the host is 
communicating with the printer. If this indicator 1s off, make 
sure your PC printer is on-line and you can print to it using PC 
programs. Also check you host configuration and make sure 
the correct address and emulation type are configured and all 


printer error messages have been answered. 
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4.7.5 Print to File 


When the “Print to File” indicator is marked, the file is sent to 
the specified file on the PC. 


4.7.6 Printing 


When the “Printing” indicator is marked, print data is being 
received from the host and being sent to the printer or Windows 


print manager. 
4.7.7 Printer Control 


You can turn on the “Buffer Printer” indicator to print out your 


system data directly to the printer without an EBCDIC to 


ASCII conversion. 
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Chapter 5 
Display Session 


5.15250 Elite Display Session Features 


Each display session window represents a host terminal session. 
When 5250 Elite is started, the display session window shows 
the host screens currently in use by the emulator. This could be 


the host sign-on screen, or other system screen. 


5250 Elite session windows conform to Windows standards. 
You can click on the title bar and drag the window to a new 
position, and you can re-size, scroll, minimize, and maximize the 
windows. As with other Windows applications, 5250 Elite 
allows only one active window at atime. If you have multiple 
sessions connected, and multiple sessions displayed, you can 
only work with the session in the active window. However, the 
sessions in the inactive windows are updated when the new host 


data 1s received. 


5.2 Status Bar 


5.2.1 The Status Bar Display at the Top of 
Each Display Session Window 


The status bar display at the top of each display session window 
will show the session number, station address, and device model 


for each session. 
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5.2.2 The Status Bar Display at the Bottom 
of Each Display Session Window 


Bottom status bar is divided into four areas: 


The First Area 


The first area identifies the cursor position, column and row. 


The Second Area 

The second area consists of five status indicators and four 
special indicators (not always displayed). Each of them shows 
information about your current session and the status of the host 


system. 


Status Indicators: 

a The host system is available. 

X Keyboard input 1s inhibited. 

. The keyboard ts in insert mode. 
t The SHIFT key is down or CAPS LOCK key 1s on. 
- A message 1s waiting on the host system for the active 


session. 


Special Indicators: 

“d” The terminal is in diacritic mode. Hit the space bar 
to see the character. 

“G” The terminal is in special character Shift mode. 

“>>” You can continue to key even if the keyboard is 
input inhibited. (This 1s supported by OS/400 
Release 2 or later on 34XX emulation) 

“+” When the extended keyboard layout 1s selected this 
indicator will appear. (This 1s supported by 
OS/400 Release 2 or later on 34XX emulation) 
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The Third Area 


The third area shows the present time. 


The Fourth Area 


The fourth area shows the product name. 
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Appendix A. 


Character Sets 


This appendix provides several tables of character sets used in the IBM host systems 
and personal computers. 


5250 EBCDIC Multinational Character Set 


The System/3X provides the character set shown below. Codes normally displayed 
as blanks will have the hex code displayed in Test mode. Nulls (hex 00) display as 
dots in Test mode. 


Multinational Character Set Table 
(containing the characters of the ASCII character set) 


First Hexadecimal Character 
Petz [s[ofafelcjolel el 
foi@l*iulelit} 


i ae 


| 
& 


A 
\ 


~ 


Secand Hexadecimal Character 


YY 


TEL] A | [pelo faefemefem fin tm: fa | || 


poly 


ea i 
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NOTE 


1. These positions are valid codes reserved by IBM. Blank positions are invalid, 
and might or might not print a character. 


2. These display codes are unique to the S/3X and do not necessarily conform to 
EBCDIC standards. 


3. Characters at hex codes 00 (null), 41 (required space), El (numeric space), and 
40 (space) are displayed as blanks. 


A.2 5250 Multinational Character Set Modifications 


For the language versions shown below, characters are identical to the multina- 
tional character set except as noted. The characters listed in the following table 
should replace those of the same hex codes in the EBCDIC Multination Character 
Set Table. 
5250 Multinational Character Set Modifications (for 5251) 
Hex: 4A 4C 4F SA 5B SF 6A 79 7B 7C Al CO CO £0 
U.S. & Canada 
Multinational 
Aust ria/Germany 
Belgium 
Canada (French) 
Denmark,Norway 
Finland/Swecen 
France 
Italy 
Japan (English) 
Portuga | 
Spain 
Spanish-Speaking 


United Kingdom 


Swiss German 


Swiss French 


As2 
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The characters shown in the following figure were newly defined for models later 
than 5251. 


Austra/Germany 


Aa 
'e) 
~~ 


Belgium 


Denmark/Norway 


OF 


O 


Finland/Sweden 


IM 
PIO 


ce) 
mM 


SJ) onl on| DIO lLDWIiwlN (DDI ny | REO 
co] |} —/| Co OO] Ol ms) al} Go} a} Nt 
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Hex Code Character 


ee) 
on 


anguage Grour 


Spanish Speaking 


United Kingdom 
U.S./Canada 


rs 
is 


on 
Ss 


ee) 
on 


Ba 
de) 


|} 
| > 


co} 
cw| > 


ee) m/O|o IP [elke ofan} on] wl > 
= malieal aa o;nIO|O Co| |=! 00 =10 


ee 
‘?) 


co} om 
w| > 
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A.3 PC ASCIl Character Set Table 


The PC uses the character set shown in the following table. 


PC ASCII Character Set Table 


First Hexadecimal! Character 


o) 


oak 


IAWV | FE] A] > 


0 


PEEET tla] 
@P oP tea 


>| 


NS a4 
ato er fae A 
SNe Mr ono 
“ FA 


a ae 
é 
He 


o} of 2 + 


Second Hexadecimal Character ————_—+ 


L 
Pim iM Tmt Le aot 
FICSPIENNICSTIGGAI=E==8 (= 
= aE S022 falc 


FIIO|_IolAIAI fF 
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Appendix B. 
Keyboard Layouts 


The following illustrations shows the 101-key keyboard layout in sixteen language 
versions. 


U.S. English 101-key Keyboard Layout 


14 14 19 o it 14 19 % 21 A AF SS 24 
Joe} fez |fr2 Ifes Vee) [rs fre Wer fro] fea Meadlfeullesa] (ody. M...| 
cc | SD | A | SO | A | Ace | Rc | | A | pr 


AIEEE EIS eEIEIK] Eilts} -ILIE Ie 
aia 
pO felt settee stp dp i yt WE if ae] 
eee | 
SS ee pe 


Austrian/German 102 -key Keyboard Layout 


FID (FIa (Fis 2 I”) (FIA (FIA (roa Dik (Foo 3 q 


elke) Lele} 
SESE SEC SEE 
| 
edb fel fella IE Yo 
2 ee =ae 
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Belgian 102-key Keyboard Layout 


AF iS 1 AF ID AF 16 1 16 19 4 2i AAFOR AF 24 
eed fa [fre Mfrs Ura] des Ure [fer fro rs [feral rad feral [a lfherd | one | 


ITE NE TYPE MEY E I —_] fesifenffme fll IL fe 

Gori 

ETRE BEE rie . 
> 

eT elite ipe tsi it ie ype | aaah 

peseff df pe He 


Canadian French 102 -key Keyboard Layout 


1 fF 14 1S\ fF 16 LA AF LEA AF AA AF 2e C1, AF 2a fF 23 4 
en) fede desde] fede die feed feedpesd peste] alle [el 
poe) Se | | ee | ee ee | ee | ee | Gcccile | SE | Gia, | SN pases) ee) 


ONESSSERERBEnE aaa pooe 
eoeee eee 
SEEPREEOENRARE 
Apap ~MEMrH Rn Ls be 
ef PoC 


Keyboard Layouts 


Danish 102 -key Keyboard Layout 


14 14 1S) AF 16) 17 18 19 20 1 a 25 a 
ped fra re Wes Ural Urs Ure Nfr7 [fre | feo [rial feiiffesa) (nse d [on 
coi | A | A | A | | 2 =75%a | SO | A | A | Qo ace 


ARE) EROe 
SEER AREL LIF 
PARRA EOEREBAL : 
Waele eee 
[=f ‘fo Cie 


Finnish/Swedish 102 -key Keyboard Layout 


TR (FIR (FITS (FIG TA (FIA (FI (Foe T A (FOR [F 22 
peed ea Ife Yes [lea | des Wire [er fro] fro Wiragl rad irsa) [al herd] one| 
anata | a | eee | Ce en | Aen | 67 | S230 | 2 | 2, | Se, Eos) ee) 


EEE) Boe 
SEE IIA-) elle 
PRIEICIAE ORME RE 
map ~MaN~ApoHaLa. 
[=f fe) 
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French (AZERTY) 102-key Keyboard Layout 


14 14 1D AF 1a Fi? 14 1M AF 20 1 POA AF OS a } 
Reed Ft [ile2 lles [eal] fles Mfrs lilez fre | es Mleralerillfesa) [der alll ane | 


AMADA PEMEAROAE Bee Book 
SAE el LC) blll) (ale) 
Pehle eae eae nee 
Ah pEMEm ano bL2 
=f po 


Italian 102-key Keyboard Layout 


1 {FIA (Fi (Fig IA [Fi [Fi [Foe FDI (Foo a (Fod 
peeg fet [fre [rs Pra | drs [re [fer [fre | es [frag frasl fea) [ould fone 


pefesll==| fol Ie 
ae el 
. 
eI edly ifeln te IE ye aan 
fovefp if pe 
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Norwegian 102-key Keyboard Layout 


F14 Fi G Fil 18 Fi9 F2O Fei FOAM AFO F 24 
be ed \lr2 Mrs I [rs Mes Mrz Mee) fro pfeiafralfria) (7) re 


Sraadaweed sas peed) pall IL Ie 
SEE ee aoe 
Pe ETAT TRE 
See iaeree ae se | 
2 ee =a as 


Speaking-Spanish 102 -key Keyboard Layout 


13 14 LSA AF AE 1 16 1M AF LO ei AI ° 24 
ped [es [fre Ife Wray es Ure [ler [fro [eo [fraghfrail ria) [al ber one 


IEEE Mey ayes iey fei <4 ee 
Senna nena awe 
Perea : 
SE eee 
7 n= == 
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Spanish 102-key Keyboard Layout 


aD {FI {Fis i TAL (FI fF 22 F2i A (FP 23 A Ee = 
eale4ler| 


Eee) aooe 
lalallala EI | Elle 
PARRA EmbEEmBEE 
ARAM Enna 
ee ee 


— 


Field 
« 


Swiss-Bilingual-German 102 -key Keyboard Layout 


FIA {Fia (FiS 5 FIM AFI {Fi (Foe ral A [FOS a 
ped fer re Urs Mira | es [lee [le [ro feo Mrsgl frail feral [ol eral fae 
pee) 2 | ee | ee | 2 | OE | Ek | Seah | Si | Se | Pee pe) a, 


flfendfee| fof IE ie 
a Sy 


= 


Fyela 


Pheer 
MPMPEMEMHAREL =| sey 
= ane 
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Swiss-Bilingual-French 102-key Keyboard Layout 


Alfa 
OOPS EPAPEEOA Bae e Sa 
eles epee lal] Fe 
POERPRERBEREnAC a a ; 


OM Melt ctvipe dss IE IE pe 
fos if 


nte 


Portuguese 102-key Keyboard Layout 


1 {F 14 13 a FIA {Fi «Fig % Fei a : q 
peed fer [fro [les Yea | es [fre [le [ro | fro [feialfeail esa) [nal ferd [one | 


AMEEPAEAAREAAE Bee Bare 
lett Ble! & 
Shee ac eeeeyck gaat 
AMER MElM Ones 
=| df 


: SES BRE Pe i 

AGG 8 Barr hr Rrarbpte! 
ques Bevesewe ada 
JSG BSG (GGEEI ACERS! 
BGG BEG EI DnrbbnnnbGe 


trys, es oes eee 
| i | iz [Fea a [es ale gl Sale Salle rey [3] as 
peay Wezay ezay Viz 2a) Wetay lay ets Tap Yotay etsy ety 


ynoAe} pueogAay Aay- ZOL Ysij6uq “yn 


(OSs tie 8 fe 
fo fo GSR CRMEPREFE Ets! 
aiglul SSSonereeLststts! 


JAGE SEG JIGS ERRRSR REE 
BOOS SSS EloonRRorbbnEhe 


ew come, “13 = f_ AR__ AR Af___ 
| a | Tall(tt allot all 64 eallll calli eal sa [>] [=] [zai Tall | 
saber t2 4 ZAy lec dy \EC4 ZAy Ol T 4 T4 Stay \Gtay \el4 T4 


ynoAez pueogqAsy Adyx-ZOL YING 


g xipueddy 


